
Flipper & Pocket Door Slides Guide

+ Varies depending on hinge used.
++   Becomes 1-1/4” when using 40 mm cup hinge.
* Mounted with brackets provided by Accuride. Brackets attach to the top and bottom

of the cabinet when installed vertically, and to side walls when installed horizontally.
**    For doors above 36” consult data sheet for information on additional hinges and carrier strips.

Door Fit Mounting Options Maximum DimensionsModel

123 with hinge 
1234 without hinge 30 lbs. 42" 24"

Vertical HorizontalPartial Overlay

Weight        Height          Width        Thickness

13/16"++

1321 Pro-pocket 30 lbs. 42" 24" 3/4" Full Overlay
1-1/2" InsetInset Full Overlay    Vertical* Horizontal*

Weight        Height          Width        Thickness

1332 with hinge 
1432 without hinge 75 lbs. 78" 26"

Inset VerticalPartial Overlay
13/16"**

Weight        Height           Width       Thickness

117 25 lbs. 36" 3/4"+

Vertical Horizontal

Weight        Height           Width        Thickness

Inset 
24"

1145 Flipper© Door 30 lbs. 36" 3/4"
HorizontalOver the Top 

Weight        Height Thickness

1155 Flipper© Door 
with Easy-Down 30 lbs. 48" 3/4"

HorizontalOver the Top 

Weight        Height Thickness
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