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MINIPRESS M - Boring and insertion machine, vertical, 1x110 V / 60Hz, Market-specific USA

Part number  M52.1056*US 

Item number  09170189 

Color / finish  Orange 

Packaging quantity  1 

Weight per 100 Pcs in kg  3,739.41 

EAN code  9002617790740 

UPC code   

Technical attributes

Attribute Value

type of machine MINIPRESS M

type of device table device

additions Market-specific USA

control and drive electronic manual

boring and processing direction vertical

processing possibility boring and component insertion

boring head assembly screw assembly

type of connection 1-phase

nominal voltage 1x110

operating power/frequency 1x110 V, 60 Hz

nominal current 13.6

motor performance 0.90

frequency 60Hz

model 05

length of base ruler 600 mm

dimension breakdown Calibration from zero position: 11 13/16 inch left, 11 13/16 inch right

dimension breakdown Calibration from zero position: 300 mm left, 300 mm right

type of wood removal wood exhaust

maximum wood thickness 45mm (boring only)

X-coordinate (parallel ruler) 300mm to left(MINUS),0mm(CENTER POINT),300mm to right(PLUS)

Y-coordinate (right angle against ruler) Vertical, from 0 to 70mm backwards

Z-coordinate (height) 45 mm downwards (MINUS)

processing of front fixings

processing of hinges

processing of mounting plates

processing of connector

boring for System boring

assembly device accessories MZA.5200 work table, enclosed

net weight of assembly device 32

dimensions(height/width/depth) 710 mm, 610 mm, 760 mm


